8 TECHNICAL DATA

Power supply INDICATORS
S — - GOLDEN FOG 1000 - 2000
- Machine naicator |
N — ) onremr?g’w -
-GOLDENFOG 1000:  1,000VA - Power ight
« GOLDEN FOG 2000: 2000VA
« GOLDEN FOG 2000 DMX: 2000 VA « GOLDEN FOG 2000 DMX
- Power ight
Tank capacty - Fluig finished Indicator light
- PMX signal reception
Consumption and maximum cedivery - EfTor In receiving signas
« GOLDEN FOG 1000: 27 gmin
« GOLDEN FOG 2000: S5gmin SAFETY DEVICES
» GOLDEN FOG 2000 DMX: 45 g'min Power automancally cut oF In the
md%em&g.
Pre-heating time
« GOLDENFOG 9000 Smin-Smn 30sec  Welght and dimensions
« GOLDEN FOG 2000: £ min.+ 4 min. 30 sec. « GOLDEN FOG 1000
« GOLDEN FOG Weight 7.5Kg (16 Ibs 805
Weight 11 Kg (24 Ibs 3 ozs)
Smoks delivery time - GOLDEN FOG 2000 DMX:
= GOLDEN FOG 1000: continuous weight 12 Kg (25 Ibs € azs)
« GOLDEN FOG 2000: 60°/%5"
= GOLDEN FOG 2000 DMX: 30 sec. at
100%, contnuous with agusament
CONTROL SYSTEMS
= GOLDEN FOG 1000 - 2000
- Manual control
- Remote manual control
- 0-10V anaiogue nput
« GOLDEN FOG 2000 DMX
- Senal aigtal Input
RS232/423(PMX) or DMXS 12
- C-10V analogue Input
e Bmm c mm
GOLDEN FOG 1000 270 (10.537 | 4s0 (1929 | 230 3087 |
GOLDEN FOOG 2000 and 2000 DMX | 310 (12207 | 43001325 | 340 (13399




