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Specifications 

Physica l  

Length .........................................................................................................766mm 

Width ...........................................................................................................318mm 

Height..........................................................................................................268mm 

Dry weight .......................................................................................................19Kg 

Performance 

Operating time ...................................................................................... continuous 

Warm up time (approx) ........................................................................ 5-6 minutes 

Max’ operating time at min output .............................................................8 hours 

Control  and programming 

Control options .............................onboard digital control panel, DMX (3&5 pin),  

......................................................Multi function digital remote control (optional). 

DMX channels ...................................................................................................... 3 

RDM ................................................................................................RDM equipped 

Fluid system 

Fluid pump..........................................................Oscillating piston, high pressure 

Capacity .......................................................................................................... 3.8 L 

Compatible fluids ...............................................................R365 Haze Fluid™ only 

Gas system 

Type ............................................................................................... Inert gas (CO2) 

Supply type .......................................................................... Vapour take off ONLY 

Storage...................................External gas cylinder, self-sealing quick connector 

Pressure management .... Pressure readout, low-pressure warning, OFG (Out oF 

Gas) system 
Typical gas consumption................................................... 250g (8.8 oz.) per hour 

Connect ions 

DMX data.......................................................................................... 5 or 3 pin XLR 

Remote / machine link .............................................................................3 pin XLR 

AC power ..................................................................................Neutrik PowerCon 

Electr ica l  

AC power (EU models) ............................................................ 220-240V, 50/60Hz 

AC power (US models) ............................................................ 110-120V, 50/60Hz 

Main fuse (EU models) ..................................................................................6.3AT 
Main fuse (US models) ..................................................................................10AT 

Heat exchanger (EU models).........................................................................600W 

Heat exchanger (US models) ........................................................................600W 

Thermal  

Maximum ambient temperature (Ta max)............................................ 40°C (104°F) 
Exterior surface temperature, steady state, at 20°C ambient .............. 40°C (104°F) 

Max nozzle temperature..................................................................... 290°C (554°F) 
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Approvals  

 

 
 

European EMC:......................................................................... EN 61000-6-3:2001 
European safety: ......................................................................... EN 60 335-1:2002 

Immunity: .................................................................................. EN 61000-6-1:2001 

.................................................................EN 50 366 : 2003 Electromagnetic fields 

ETL approval (pending) ....................UL Std.998, CAN/CSA Std. C22.2 No 104-01 

 

Inc luded i tems:  

User manual 

Power cable 

Fluid Container 3.8L 

Gas connection hose with 9mm and 3/8” BSP connectors 

Order ing informat ion 

Jem Ready 365 Hazer 120V 50/60Hz .......................................................92225975 

Jem Ready 365 Hazer 230V 50/60Hz .......................................................92225970 

Accessor ies 

Remote Control, JEM Ready 365™ ..........................................................92765041 

Trolley, JEM Ready 365™ .........................................................................92620025 

CO2 pressure regulator ................................................................. Country specific 

 

Flight cases which have been custom designed for transportation and storage of 
the Jem Ready 365 are available directly from www.swanflight.com. 

Regulator  Appl icat ion Matr ix  

Part no. Description Common application 

92620014 R365 REG UK 

UK, Australia, Singapore, Denmark, 

Sweden, Iceland, Italy,Republic of 
Ireland, Malta, Austria , Norway, 

Finland, Algeria,United Arab Emirates, 

Switzerland, Hong Kong, Spain 

92620015 R365 REG DE Germany 

92620016 R365 REG USA USA, Canada, Brazil 

92620017 R365 REG FR France, Belgium, North Africa 

92620018 
R365 REG 

Custom 
Contact Factory 

92620019 R365 REG NL Netherlands 

92620020 R365 REG JPN Japan 

92620021 R365 REG RU Russia 

 

 


