


Heat exchanger (US model): 1800 W, thermally protected
Heat exchanger (EU model): 2000 W,
Fluid pump: Dual oscillating piston, high pressure
Fluid management: Fluid out sensing, sealed f

External fluid control: Fluid sensing
Remote control: Integrated Digital Remote with 3 m cable, 3-pin XLR

Mounting: Standing or hanging
Orientation: Up to +/- 40° from horizontal
Clearance around machine: 100 mm (4 in.)

AC Power: Neutrik PowerCON TRUE1

Remote control: 3-pin locking XLR
Firmware: AVR socket
Optional PLC interface: 3- and 4-pin locking XLR

AC power: 220-240 V nominal, 50/60 Hz
Main fuse: 12.5 AT (slow blow), 250 V
Typical power and current: 2100 W, 9.2 A*

AC power: 100-130 V nominal, 50/60 Hz
Main fuse: 20 AT (slow blow), 125 V
Typical power and current: 1800 W, 15 A*
*Measurements made at nominal voltage. Allow for a deviation of +/- 10%.:

Maximum ambient temperature (Ta max.): 40° C (104° F) 
Exterior surface temperature, steady state: 30° C (86° F) 
Max. nozzle temperature: 290° C (554° F) 
Minimum ambient temperature (Ta min.): 5° C (41° F) 

U safety: EN 60335-1+A15, EN 62233 
EU EMC: EN 61000-6-3 
EU immunity: EN 61000-6-1 
Australia/NZ (pending): RCM 

US safety: UL 998 

Fluid reservoir, 5 l: P/N 34300506 
JEM™ ZR Series Digital Remote Control: P/N 92765048 
Power input cable, EU, powerCON TRUE1, stripped ends, 3 m (9.8 ft.): P/N
11501043 Power input cable, US, 20A, powerCON TRUE1, molded NEMA 5-20P, 2 m 
(6.6 ft.): P/N  11501046

JEM™ ZR45 Ducting System with 5 m (16.4 ft.) 4" flexible ducting: P/N 92625014

G-clamp: P/N 91602003
Half-coupler clamp: P/N 91602005
Quick trigger clamp: P/N 91602007
Safety cable, SWL 60 kg, BGV C1/ DGUV 17, black: P/N 91604006

Epsilon 5 AVR Programmer: P/N 50502004 
Temperature Calibration Box: P/N 92620005 

JEM™ ZR45, EU: P/N 92215360 
JEM™ ZR45, US: P/N 92215370 


